MD 6/100-T UROMATIC

IDROPULITRICE ELETTRICA PROFESSIONALE AD ACQUA FREDDA
COLD WATER PROFESSIONAL ELECTRIC HIGH PRESSURE WASHER

CARATTERISTICHE TECNICHE

Pompa a pistoni in acciaio inox con sistema
biella/manovella e testata in ottone stampato.
Manometro a bagno di glicerina.

Carrello con maniglia, ruote e sostegni per accessori.
Valvola by-pass automatica.

Dispositivo di regolazione pressione.

Aspirazione detergente in bassa pressione con
comando tramite lancia.

Accessori inclusi

Lancia completa con dispositivo alta e bassa pressione.
Tubo per alta pressione da mt.10.

Tubo alimentazione acqua da mt.3.

Due taniche 5 It.

TECHNICAL SPECIFICATION

Stainless steel piston pump with rod/crank system
and brass head.

Glycerin pressure gauge.

Trolley with handle, wheels and accessory holders.
By-pass automatic valve.

Pressure control device.

Low pressure detergent suction through the lance.

Included accessories

Complete lance with high-low pressure device.
Mt. 10 high pressure hose.

Mt.3 alimentation hose.

5 It. two plastic tanks.

TIPO - TYPE MD 6/100-T
Pressione Massima - Max. Pressure 100 bar / 1500 psi
Portata max. - Water flow. 61/1
Giri/min - rp.m. 1450
Tensione frequenza - Voltage frequency 230V -50 Hz
Potenza motore - Motor power 1,5 hp
Dimensioni - Dimensions (P x L x H) 650 x 525 x 482 mm
Peso - Weight 31 kg
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